Oil ethoxylates sulfonate OXOS-128

I. Product Introduction

Oil ethoxylate sulfonate OXOS-128 is a new type of green anionic surfactant prepared by alkoxylation and sulfonation of natural oil. The product has the characteristics of high biodegradation rate, low pour point, low foam, quick defoaming, easy rinsing, good water solubility and hard water resistance. The aqueous solution shows no gel phase formation and has excellent compatibility with various anionic and nonionic surfactants as well as washing auxiliaries. It is mild, non-irritating and non-toxic, and can obviously improve the gentleness of the formula. By adjusting the formula, it can partially or completely replace the anionic surfactant AES and LAS.

II. Product Specification

Oil ethoxylate sulfonate OXOS-128
	Index requirements
	OXOS-128

	Appearance（25℃）
	Pale yellow liquid

	Solid content/%
	70±2

	Dioxane content/mg/kg
	≤30

	pH(1% water, 25ºC)
	6.0-8.0

	Sulfate content/%
	≤1.5

	Pour point/℃
	≤-3


III. Application fields

1. Concentrated washing: super concentrated liquid detergent and laundry beads with high active content;

2. Beauty care: cosmetics, personal care products, infant products;

3. Daily cleaning: laundry detergent, tableware cleaning, collar cleaning, hand sanitizer, washing powder, etc.

4. Textile printing and dyeing: refining agent, leveling agent, wax remover, oil remover and anti-stick soap detergent;

5. Metalworking: cutting fluid base oil or grinding fluid base oil coating pesticide: emulsifier and dispersant;

6. Industrial cleaning: It can be used for metal products, vehicles, ceramics, glass, leather, rubber, oil remover and other products

IV. Storage, transportation and matters needing attention

Store and transport according to the requirements of general flame retardant chemicals; The best storage temperature is 10-30℃. Temperature of 50℃ should not be exceeded. It should be kept in cool and air-tight. Exposure to sun and rain, should be avoided. Shelf life is 2 years. Clean the skin with water, splash it into the eyes and rinse it with clean water in case of being contacted.

V. Packaging

Tank car, drum (200kg/120kg), plastic container, in case of special requirements please contact supplier

